CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20130703-EX16373
EX16373-20130701
2013-JULY-03

GALA RS INC

SUITE 201, 11200 WESTHEIMER RD
HOUSTON, TX, 77042, US

Gate Valves

Resilient Seated Gate Valves - 388FF-300, 388GG-300,
388FG-300, 399FF-300, 399GG-300, 399FG-300, 388FF-
250, 388GG-250, 388FG-250, 399FF-250, 399GG-250,
399FG-250, 388FF-200, 388GG-200, 388FG-200, 399FF-
200, 399GG-200, 399FG-200.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard for Gate Valves for Fire-Protection Service - UL
262

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

/mf@

William R. Carney, Director, North American Certification Programs

uLLLc

Q

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus
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http://www.ul.com/database

CERTIFICATE OF COMPLIANCE

Certificate Number 20130703-EX16376
Report Reference  EX16376-20130702
Issue Date  2013-AUGUST-21

Issued to: GALA RS INC

SUITE 201, 11200 WESTHEIMER RD
HOUSTON, TX, 77042, US

This is to certify that  Indicator Posts, Gate Valve

representative samples of  Underground type, adjustable length - G388.
Wall type - W388

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: ~ Standard for Indicator Posts for Fire-Protection Service - UL
789

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

/mf@

William R. Carney, Director, North American Certification Programs
uLLLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus
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http://www.ul.com/database

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:
Additional Information:

20130704-EX16374
EX16374-20130701
2013-JULY-04

GALA RS INC

SUITE 201, 11200 WESTHEIMER RD
HOUSTON, TX, 77042, US

Check Valves
Swing-type check valve - 50FF-300, 50FF-250, 50FF-200

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Check Valves for Fire-Protection Service - UL 312

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

/mf@

William R. Carney, Director, North American Certification Programs

uLLLc

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus

Page 1 of 1


http://www.ul.com/database

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20130703-EX16375
EX16375-20130701
2013-JULY-03

GALA RS INC

SUITE 201
11200 WESTHEIMER RD
HOUSTON, TX, 77042, US

STRAINERS, PIPELINE

Strainers, basket type - 70FF-300, 70FG-300, 70GG-300,
70FF-250, 70FG-250, 70GG-250, 70FF-200, 70FG-200,
70GG-200.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL Subject 321 - Outline of Investigation for Pipeline
Strainers.

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

/mf@

William R. Carney, Director, North American Certification Programs

uLLLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact alocal UL Customer Service Representative at www.ul.com/contactus
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